





| TZ 29.0: WHY L 










historic structure report 
archeological data section 


september 1989 





WOMEN'S RIGHTS 
WESLEYAN CHAPEL 


NATIONAL HISTORICAL PARK/NEW YORK 


COMPLETED 





HISTORIC STRUCTURE REPORT 


Archeological Data Section 
Wesleyan Chapel 
Women's Rights National Historical Park 
New York 
Package WORI 106-42 


by 


Paula A. Zitzler 


Cooperative Park Studies Unit for Archeology 


National Park Service 
Denver Service Center/Eastern Team 
Applied Archeology Center 
Rockville, Maryland 


and 


The American University 
Washington, D.C. 


Sponsored by the National Park Service 
Cooperative Agreement No. CA-2000-4-0001 








Administrative Information 





This investigation was sponsored by the National Park Service through 
Cooperative Agreement No. CA-2000-4-0001 with American University. 
The general purpose of this cooperative agreement is to facilitate the 
execution of the mandate given the National Park Service by means of 
the Historic Sites Act of 1935 (P.O. 74-292, 49 Stat. 666; 16 USC 
461-467), which is "to make necessary investigations and researches in 
the United States related to particular sites . . . or objects to obtain 
true and accurate historical and archeological facts and _ information 
concerning the same." The cooperative agreement, more specifically, 
provides experience and training to National Park Service employees and 
university staff and students in the application of archeological research 
to historical restoration projects and to planning and_ construction 
projects in historicaily sensitive areas. 


Key personnel for this cooperative investigation were as follows: 
Government Technical Representative: Douglas Comer, 

Principal Investigator: Dana Linck, (National Park Service), 
Field Director: Paula Zitzler (American University). 


ti 











TABLE OF CONTENTS 


List of Figures iv 
List of Tables iv 
INTRODUCTION 1 
BACKGROUND STUDIES 3 
Prehistory 3 
History 3 
RESEARCH DESIGN 5 
Research Questions 5 


ARCHEOLOGICAL INVESTIGATIONS 9 
Methodology 9 
Results 9 

Excavation Unit 1 9 
Excavation Units 2A, B, C, and D 14 
Excavation Units 3A and B 17 
Excavation Unit 4 18 
Excavation Units 5A and B 23 

SUMMARY AND INTERPRETATIONS 26 
Period 1, 1843-1871 26 
Period 2, 1872-1889 27 
Period 3, 1890-1916 31 
Period 4, 1917-1947 31 
Period 5, 1948-1985 35 

RECOMMENDATIONS AND CONCLUSION 37 
Evaluation of the Research Design 38 
Construction-Related Recommendations 40 
Research Recommendations 41 


Conclusion uy 











REFERENCES CITED 


APPENDICES 


A. 


mn OO W 


Additions and Modifications to the Wesleyan Chapel 
Artifact Groups 
Strata Summary 


Artifact Inventory 


Archeological Testing of Ca. 1856 Outbuilding 


45 


46 
93 
54 
99 
74 














on oO um Fr Wwe NY 
° . 7 . « e . . 


= o i) om amd ani _— ai -_ amb om ami out 
rp eoweon ouonereFwWwnN so © 
pO — - se + a oF s . . ° 7 os 


LIST OF FIGURES 


Vicinity maps 

Evolution of the Wesleyan Chapel 

Location of Excavation Units 

Excavation Unit 1, Plan View 

Excavation Unit 1, West Profile 

Excavation Units 2A, B, C, and D, Plan View 
Excavation Units 2A and D, West Profile 
Excavation Unit 3B, East Profile 

Excavation Unit 4, North Profile 

Excavation Unit 4, West Profile 

Excavation Unit 5A, North Profile 

Excavation Unit 5B, West Profile 

Wesleyan Chapel, Period 1, 1843-1871 

Johnson Hall, Period 2, 1872-1889 

Detail, 1873 Map 

Johnson's Opera House, Period 3, 1890-1916 
Regent Theater, Period 4, 1917-1947 

Seneca Falls Garage and Laundromat, Period 5, 1948-Present 
Construction Avoidance Areas 


Additional Fieldwork Locations 


. Plan View of Outbuilding Excavation 


. West Profile of Outbuilding Excavation 


LIST OF TABLES 


Specific Research Objectives 


iii 
VI 











INTRODUCTION 


Women's Rights National Historical Park is located in Seneca Falls, New 
York, near the northern end of Cayuga Lake (Figure 1). Established in 
1980, the goal of the park is to develop public awareness and interest in 
the history of the women's rights movement and its leaders. It consists 
of several properties, including the recently restored Elizabeth Cady 
Stanton House, and the Wesleyan Chapel, the site of the first women's 


rights convention in 1848. 


Current studies conducted by the Denver Service Center are directed at 
identifying, preserving, and utilizing the remaining historic fabric of the 
Wesleyan Chapel. Historically, the original brick chapel was enlarged 
and modified to accommodate a variety of uses, including chapel, opera 
house, movie house, automobile dealership, offices, and most recently, a 
laundromat, apartment and garage complex. Each of these uses has 
obscured or obliterated portions of the original structure, as apparent 
by inconsistencies visible throughout the existing building, but 
particularly evident in the roof trusses, brick walls, and_ stone 


foundation. 


Package Number 106 was implemented by the Denver Service Center, in 
cooperation with the North Atlantic Regional Office and the park staff, 
to collect information about the Wesleyan Chapel for inclusion in the 
Historic Structure Report and the proposed National Design Competition. 
The National Park Service assembled a team by drawing on the resources 
of the Denver Service Center, the Williamsport Preservation Training 
Center, the Applied Archeology Center and the American University. 
The multi-disciplinary team consisted of architects, historians, 


engineers, preservation technicians, and archeologists. With the on-site 


assistance of the park staff, the fieldwork was performed in the fall of 
1985. 
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BACKGROUND STUDIES 


Prehistory 


Extensive prehistoric remains have been found throughout the Finger 
Lakes region of central New York. Sites dating to each of the major 
prehistoric stages (Paleo-Indian, Archaic, Transitional, and Woodland) 
have been identified (Ritchie 1980; Ritchie and Funk 1973). No pre- 
historic component was discovered in the excavations at the Wesleyan 
Chapel, and it is unlikely that prehistoric remains are present. 


History 


The history of the Wesleyan Chapel has been thoroughly researched by 
Brown (1986). Key elements of this history that may have influenced 
the archeological record of the building and its lot are summarized in 


Appendix A. 


The Wesleyan Chapel was constructed in 1843. Church records indicate 
that the dimensions of the original building were 43 or 44 feet wide by 
64 feet long. As illustrated in Figure 2, the building was enlarged since 
1843. Additions to the north and south ends have increased the area of 
the original structure by almost 94 percent. 
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Figure 2. Evolution of the Wesleyan Chapel. Women's Rights N. H. P. 














RESEARCH DESIGN 


The archeological phase of the Historic Structure Report was primarily 
focused upon collection of architectural data pertaining to the chapel as 
it appeared in 1848. Research objectives were developed by the team 


members within the context of this overall goal. 


Research Questions 


The many changes that the chapel has undergone since its construction 
made it difficult to determine which, if any, of the existing features 
were original. As the above-ground structure was examined by the 
architectural historian and the preservation specialists, the below-ground 
features were investigated archeologically. Several research questions 
dealing specifically with the subsurface chapel remains were addressed, 


as listed below. 


1. What was the foundation system below the south end of the west 


wall? Was this section part of the original chapel? 


2. What was the depth of the basement or crawl space under the 
chapel? 


3. Is there any evidence of the north and south foundations of the 
original chapel? How accurate were the dimensions given in the historic 
documents (43 or 44 by 64 feet)? 


4, When were the additions to the north end of the _ chapel 
constructed? How were thev attached to the chapel? What kind of 
foundation system was used? Was there a full basement or a crawl space 
under these additions? 


5. What was the interior plan of the chapel? Is there any subsurface 


evidence of galleries or other teatures? 


6. What was the sequence of the major structura' changes? 











7. Are other structural details or features of the original chapel 
evident below ground, such as floor levels, fireplaces, and chimney 


bases? 


Within the context of these general archeological research questions, 
specific objectives and goals were established for each excavation unit. 


These objectives are listed in Table 1. 


In addition to data about the structure itself, it was hoped that some 
information about the people who lived nearby and used this structure 
could be collected. Toward this goal, additional archeological research 
questions were developed that were not limited to the condition of the 
chapel in 1848. The answers to these questions were derived not only 
from the existing structural remains, but from the natural and cultural 
materials found in, around, and under the structure. The nature and 
extent of human occupations prior to the chapel's construction in 1843 
and throughout the 19th and 20th centuries were explored through this 


broadening of the scope of the research design. 











TABLE 1 


Specific Research Objectives, 
Wesleyan Chapel 





EXCAVATION UNITS OBJECTIVE 





E.U.1 ‘+, Determine original grade 
b. Expose construction seam 


c. Determine depth of basement/crawl space 
under chapel 


d. Determine de» of basement/craw!l space 
under north aduition 


e. Unearth evidence of exterior features 
(porches, walkways, etc.) 


E.U. 2A-D a. Determine’ location of north’ chapel 
foundation 


b. Determine location of fireplace or chimney 
base along original north wall 


c. Determine depth of basement/crawl space 
under chapel 


d. Determine depth of basement/crawl space oe 
under north addition mM, 


e. Document north addition (prior to 
demolition) 


f. Establish structural integrity and 
soundness of existing structure’ (in 
consultation with architectural historian 
and preservation specialists) 


g. Expose evidence of chapel floor level 
E.U. 3A-B a. Determine extent of disturbance around 
elevator 


b. Unearth evidence of interior features 
(gallery supports, etc.) 


c. Expose evidence of chapel floor level 











TABLE 1 (continued) 





EXCAVATION UNITS OBJECTIVE 





E.U. 4 a. Determine location and condition of south 
and east chapel foundation (in 
consultation with architectural historian 
and preservation specialists) 


b. Determine original grade 
E.U. 5A-B a. Determine location and condition of south 
and west chapel foundation 
b. Assess impact of later construction § to 
original chapel (in consultation with 
architectural historian and _ preservation 


specialists) 


c. Determine original grade 























ARCHEOLOGICAL INVESTIGATIONS 


Methodology 


The need for data about specific architectural details of the Wesleyan 
Chapel determined the locations and extent of the archeological 
investigations (Figure 3). Of the ten excavation units, nine were within 
the existing structure and one was outside. Unit dimensions were varied 
to fit within the building's structural elements, or to accommodate safety 
concerns, but five-by-five foot squares were excavated whenever 
possible. Since all of the units were located under concrete to some 
extent, a jackhammer was employed. In addition to concrete, the units 
in the laundromat were also under wooden flooring. Once these 
overlying materials were removed, more typical archeological methods 
were employed. Soil was removed stratigraphically, and observed 
artifacts were collected. The excavation of each unit was documented in 
field notes, drawings, and photographs. Units located within the 
building were not backfilled; all soil was removed from the site. 
Excavation Unit 1, located on the exterior of the building, was 
backfilled. 


Artifacts were washed and catalogued at the Applied Archeology Center. 
Final disposition of these materials (inventoried in Appendix D) will be 
at the park. During analysis, eight artifact groups, generally based on 
South (1977), were identified, as defined in Appendix B. 


Results 

A variety of architectural features, soil types, and artifacts were 
discovered during this investigation. Strata descriptions are summarized 
in Appendix C. The features and artifacts from specific excavation units 


are described below. 


Excavation Unit 1. Located near the northeast corner of tive original 





chapel, this was the only unit excavated on the exterior of the building. 


Since the unit was situated in a paved parking area and near a pedes- 
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Figure 3. Location of Excavation Units. Wesleyan Chapel, Women's Rights N. H. P. 











train walkway, its dimensions were 3 feet (east-west) by 5 feet (north- 
south) instead of 5-by-5 feet (Figure 4). Two masonry features were 
uncovered in this unit. Feature 1 was a mortared stone footing or pier 
located along the south side of the unit. It was butted perpendicularly 
against the east chapel foundation and was one_ course _ high 
(approximately 0.6 feet). Since the feature extended beyond the limit of 
the excavation unit, its full dimensions could not be determined. 


Feature 1 was encountered 0.7 feet below the existing paved surface. 


Feature 2 was uncovered 1.1 feet below the existing paved surface, 
along the north side of the excavation. Like Feature 1, it was 
perpendicular to the east foundation of the building. It consisted of 
roughly-cut stone and mortar and measured 3.3 feet from top to bottom. 
Evidence of a builder's trench was present at the base of the wall. The 
width and east-west dimension could not be determined because the 
feature extended beyond the limits of the excavation unit. It joined the 
east foundation of the existing structure at the construction seam 
between the chapel and the 1872 addition. It is probable that this 
feature is the wall of an entrance to a basement under the addition. 


The chapel foundation was exposed in the west profile of this excavation 
unit (Figure 5). It consisted of four courses of dressed stone resting 
on a rubble base. This wall extended 3.7 feet below existing grade, 
and included 1.1 feet of rubble under 2.2 feet of dressed stone. 
Approximately 1.9 feet below existing grade, on top of the lowermost 
course of dressed stone, a narrow ledge extended 0.2 to 0.3 feet beyond 
the plane of the wall. This ledge was probably the water table, and, 
when considered with the change from dressed stone to rubble less than 
0.5 feet below it, suggests that ground surface in 1843 was approx- 
imately at this level. 


Almost 70 percent of the artifacts from this unit were from the 
architectural group, which included over 500 pieces of window glass. 
The window glass was concentrated in Stratum B, the layer immediately 
below the asphalt and concrete paving, with 478 fragments. Other types 
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Figure 5. Excavation Unit |, West Profile. Wesleyan Chapel, Women's Rights N. H. P. 
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of glass were also common, especially in Stratum B, which contained 129 
bottle fragments and other glass container fragments. Sixteen ceramic 
fragments were also collected, including 12 whiteware sherds (Strata B 
and E), 3 stoneware sherds (Strata C and E), and 1 buff-colored 
earthenware sherd (Stratum C). 


Excavation Units 2A, B, C and D. These four 5-by-5 foot square units 
were situated adjacent to each other along the suspected location of the 
original north chapel wall, in the present garage area. While no 
above-ground evidence of this wall was indicated prior to excavation, its 
location was suggested by several architectural details. Most obvious of 
these was a truss in the roof system with joist pockets in the south face 
of its bottom chord. This was the only truss in the attic with pockets 
on only one face. The north face of this truss was stained with brick 


and mortar, evidence that a brick wall, or at least a chimney, had 
rested against it. 





Other clues to the location of the chapel's north wall were apparent on 
the exterior of the building's east wall. Below the east end of the 
truss, a construction seam was revealed when a strip of parging was 
removed. This seam was also evident at ground level just above 
Excavation Unit 1, where a leaky downspout had caused the parging to 
deteriorate and fall off (see Figure 5). Immediately above this seam, a 
mitered soffit board suggested the presence of a cornice return, a 


common treatment found at the gable ends of many structures. 


As suspected, the north foundation of the original chapel was uncovered 
in these excavation units (Figure 6). It had been capped by a concrete 
sill, 1.8 feet below the surface of the concrete garage floor (Figure 7). 
The bottom of the chapel foundation was reached approximately 3.8 feet 
below the surface of the concrete floor. About 13 feet of this wall was 
exposed; it extended westward, beyond Excavation Unit 2A, but 


probably only as far as the freight elevator, another 8-9 feet. It was 
resting on undisturbed clay. 
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Figure 6. Excavation Units 2A, B, C, and D, Plan View. Wesleyan Chapel, Women's Rights N. H. P. 
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Figure 7. Excavation Units 2A and D, West Profile. 
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The interior basement wall of the 1872 addition was uncovered adjacent 
to the chapel foundation, under the concrete sill. This wall was very 
unlike the chapel foundation, as it was constructed of rectangular, 
dressed, regularly coursed stone rather than random rubble. It was at 
least 3.4 feet high, but the excavation began to fill with water before 


the bottom could be reached. 


A utility trench containing two electrical conduits and two insulated cast 
iron water or steam pipes truncated both the chapel and the 1872 
addition foundations in Excavation Unit 2C. This trench, along with 
similar ones uncovered in Excavation Units 3A, 5A and 5B are among the 
most recent disturbances of the subsurface resources inside’ the 
building. The deepest point of the trench in Excavation Unit 2C was 


2.9 feet below the surface of the concrete garage floor. 


A dense concentration of wire nails was encountered in Excavation 
Unit 2D, at the interface of Strata E and |. The nails were not lying in 
any pattern, but were scattered randomly, 5 to 6 deep in some places. 
Of the 1,317 nails that were collected, none were bent or exhibited any 
other evidence that they had been used. According to Nelson (1968), 
although some wire nails were available as early as the 1860s, their use 
did not become widespread until the 1890s. Therefore, it is likely that 
the nail concentration was deposited during or after the 1890s, possibly 
in conjunction with the major renovation of the building in 1890. 


Excavation Units 3A and B. Located in the garage, along the west wall 





of the original chapel, the soils of these units possessed many of the 
same characteristics as those of Excavation Units 2A, B, C, and D. The 
west foundation of the chapel was exposed in Excavation Unit 3A. It 
consisted of both mortared, dressed, and rough-cut stones and extended 
at least 3.8 feet below the surface of the concrete floor; the bottom was 
not reached. Unlike the sections of chapel foundation exposed in 
Excavation Units 1, and 2A-D, there was no evidence of the rubble 


base. 
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A deep pit, Feature 3, excavated in Unit 3B may have contained a 
footing to support the gallery at one time (Figure 8), although no 
evidence of the actual footing was present. The bottom of this pit was 
4.2 feet below the surface of the concrete floor. The horizontal 
dimensions of this feature could not be determined, as it extended 
beyond the south and east walls of the excavation unit. No artifacts 


were recovered from this feature. 


As in Excavation Unit 2C, a utility trench was present along the 
foundation in Excavation Unit 3A. It contained four metal pipes that 
appeared to be for water or steam. Included in the fill of this trench 
was a 1.5-foot long broken section of a fluted column. This column was 
not in’ its original position. The diameter of this column was 


approximately 1.3 feet and appeared to be composed of cement. 


Excavation Unit 4. The southeast corner of the chapel foundation was 





uncovered in this unit, 64 feet south of the north chapel wall, verifying 
the length dimension given in the historic documents. It became obvious 
at this point that the excavation of the cellar under the laundromat in 
1917 had destroyed most of the original south foundation of the chapel. 
Like the foundation exposed in the other excavation units (except for 
Excavation Unit 3A), this section consisted of a mortared rubble base 
underlying a course of large, roughly cut stones. The bottom of this 
foundation was not reached, but approximately 2.2 feet of it was exposed 


in the excavation (Figure 9). 


The interior of the opera house foundation was revealed along the along 
the east side of this unit. This roughly dressed, mortared stone 
foundation probably dates to 1872, when the chapel was renovated to 
become Johnson Hall. At the deepest point, 2.8 feet of this foundation 
were exposed, but the bottom was not reached. 


A recent disturbance, a trench (Feature 4), was recorded in this unit 
that had almost completely destroyed the southeast corner of the chapel 
foundation (Figure 10). Feature 4 yielded a variety of modern and 
historic artifacts, including an aluminum twist cap, aluminum _ foil 
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Figure 8. Excavation Unit 3B, East Profile. Wesleyan Chapel, Women's Rights N. H. P. 
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Figure 10. Excavation Unit 4, West Profile. Wesleyan Chapel, Women's Rights N. H. P. 











fragments, two pieces of whiteware, scraps of iron and steel, glass 
container fragments and window glass. It is likely that this feature 
resulted from the renovation of the building in 1971; its purpose or 


function could not be determined. 


While the artifact assemblage collected from this unit was not extensive, 
the artifacts from Stratum B are notable. This stratum may pre-date 
chapel construction in 1843, as suggested by the presence of 57 
pearlware rim and body sherds. At least two pearlware vessels were 
represented, both plates or saucers, one blue shell-edged and the other 
blue transfer-printed. in addition to the pearlware, the greatest 
number of modified and unmodified bones from all excavations was 
recovered from this unit. Twelve bones, apparently cow and pig, 
exhibited signs of butchering. The 15 unmodified bones appeared to be 
from a very small rodent, such as a mouse. These bones, primarily long 
bones and ribs (no skull), were concentrated in a small area of the 
stratum, and appear to represent one individual. Fourteen straightpins 


and pin fragments were also collected from Stratum B. 


Generally, the ceramic artifacts from Stratum B were very small. Of the 
65 sherds, only 5 were greater than thumbnail size. The 22 window 
glass fragments and 5 glass container fragments also exhibited this 
tendency, although the average size of these pieces was slightly larger 
than the ceramics. It is possible that the small size of these glass and 
ceramic artifacts are the result of having been crushed by traffic moving 
along the streets adjacent to the chapel. If this is the case, Stratum B 
was deposited prior to 1872, at which time the location of Excavation 
Unit 4 was enclosed during the construction of Johnson Hall. Prior to 
1872 this area was adjacent to the intersection of Fall and Mynderse 
Streets. This was (and still is) a heavily travelled spot, as suggested 
by the numerous sidewalk repairs noted in the church records between 
1843 and 1872. During this 29-year period, the sidewalk along Fall 
Street was built or rebuilt at least 5 times; the sidewalk along Mynderse 
Street was repaired at least 8 times. It is possible that these small 
artifacts fell between the planks of the wooden sidewalk, or were swept 


between the edge of the sidewalk of the chapel foundation. 
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Excavation Units 5A and B. The exterior of the west chapel foundation 





was exposed in these excavation units. As in Excavation Unit 4, the 
interior of the foundation was obscured by the concrete walls of the 
cellar. Typically, the chapel foundation at this location consisted of 


large, rough-cut, mortared stones resting on a rubble base. 


The interior of opera house foundation was exposed in the west profile 
of Excavation Unit 5A consisting of a brick wall resting on a mortared 
rubble wall. In Excavation Unit 5B, a cement block rather than brick 
wall rested on the mortared stone foundation. Beneath the brick wall 
separating the excavation units, a massive masonry foundation extended 
approximately 4.2 feet below the bottom course of bricks (Figure 11). 
This foundation probably dates to the construction of Johnson Hall in 
1872. 


The excavation of unit 5B revealed a complex stratigraphy consisting of 
several narrow soil layers (Figure 12). The location of this unit was 
sealed under a concrete floor in 1971 by the construction of the staircase 
to the second floor apartments. The upper strata (C, D and E) con- 
tained many 20th century artifacts, including plastic and rubber items, 
battery carbons, ceramics (mostly whiteware) and a wide range of 
architectural debris (window glass, subflooring fragments, wire nails, 
iron vent covers, and board fragments). A plastic calendar/bank book 
holder from the Exchange National Bank of Seneca Falls was recovered 
from Stratum E. The calendar covered the period from April 1920 
through March 1921. Twelve shell sew-through buttons were also 
recovered from Stratum E, including three 2-hole buttons and nine 
4-hole. Eight of the nine 4-hole buttons were identical. Many of the 
artifacts in these strata were covered with or imbedded in tar, making 
identification difficult. 


Although strata below Stratum E were distinguishable by soil type, it is 
likely that Strata G, H, | and J were deposited at the same time. 
Numerous artifacts, primarily whiteware sherds, could be cross-mended 
between these strata. Strata F through J probably pre-date 1921, the 
date of the calendar in Stratum E. 
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Figure ||}. Excavation Unit 5A, North Profile. Wesleyan Chapel, Women's Rights N. H. P. 
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Figure 12. Excavation Unit 5B, West Profile. Wesleyan Chapel, Women's Rights N. H. P. 
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SUMMARY AND INTERPRETATIONS 


It is clear from the historical and archeological records that the Wesleyan 
Chapel has been subjected to a series of major renovations since its 
construction in 1843. Most of these modifications are directly related to 


changes in the ownership of the building. 


Five periods have been identified in the history of the Wesleyan Chapel, 
each maiked by key changes in the configuration of the structure. 
These periods are defined as follows: 


1843-1871 ("Wesleyan Chapel"); 

1872-1889 ("Johnson Hall"); 

1890-1916 ("Johnson Opera House"); 

1917-1947 ("Regent Theatre"); 

1948-1985 ("Seneca Falls Garage and Laundromat"). 


oF Wwe HO = 
° . . - 


Period 1, 1843-1871 


Historically, this is the best documented of the periods because of the 
detailed church records. Archeologically, with the exception of the 
chapel foundation itself, this is the most poorly represented period. 


During this period, the brick chapel was constructed on what was 
probably one of the last vacant corner lots in downtown Seneca Falls. 
Sidewalks were ordered built and rebuilt (Board of Trustees, Village of 
Seneca Falls, Minute Book 1837-1855: 462, 573-74, 598, 638, 698; Board 
of Trustees, Village of Seneca Falls, Minute Book 1856-1872:277, 323, 
359, 448, 514, 531, 717, 771 and others, cited in Brown 1986: Chapter 


1, pages 46-7). Fall Street was macadamized, fencelines and gates were 








repaired and moved, and gas lights were installed (Church Record Book, 





entry dated September 6, 1858, cited in Brown 1986: Appendix A). 
The church records note several payments for repairs, suggesting that 
maintenance was obviously a problem throughout this period, resulting in 


the decision to build a new church by 1870. 
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On an 1856 map, a large outbuilding is shown near the northwest 
corner of the chapel (Figure 13). The function of this structure was 
not specified, but it may have been a stable, a wood or coal shed, or a 
combination of these. According to a later map, this structure had been 
removed by 1871. It is probable that it was the roof collapse of this 
structure which was noted in an 1870 newspaper account (Reveille, 
March 25, 1870 cited in Brown 1986: Chapter 1, page 48). 





From the evidence in Excavation Unit 1, it would appear that grade at 
this time was 1.9 feet below existing grade, or at an elevation of 
approximately 456.5 feet. Apparently, based on the excavations, there 


was only a crawl space under the chapel. 


Period 2, 1872-1889 


During this time, the first major renovations were made as the chapel 
was converted to Johnson Hall. An addition, measuring 19 by 44 feet 
was constructed along the north wall (Figure 14). The original north 
wall of the chapel became an interior wall and was reduced to one-story, 
as shown on several Sanborn insurance maps (1881, 1886, and others 
through 1911). A "bird's-eye view" map from 1873 shows a chimney in 
the northeast corner of the addition, and possibly one in the northwest 
corner (Figure 15). A basement was excavated under this addition, as 
evidenced by the deep, neatly constructed wall adjacent to the north 
chapel foundation, and by the wing wall uncovered along the north edge 
of Excavation Unit 1. It is likely that an archeological excavation north 


of unit 1 would reveal a stairway or bulkhead leading to this basement. 


The south wall of the chapel (above-grade) was probably removed at this 
time to accommodate the extension of the building toward Fall Street and 
the addition of staircases leading to the newly-constructed second floor. 
According to an 1872 newspaper article, the roof was to be raised 7 to 8 
feet (Reveille, June 21, 1872 cited in Brown 1986: Chapter 2, page 2). 





Close examination of the 1873 map suggests that the roof was only raised 
over the new southern portion of the structure and that the rest of the 


roof remained in place. 
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Figure 13. Wesleyan Chapel, Period |, 1843-1871. Women's Rights N. H. P. 
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Figure 14. Johnson Hall, Period 2, |1872-1 889. 
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Figure 15. Detail, 1873 Map. 
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A small outbuilding was depicted on the 1886 Sanborn map. This 
building was only one-story high and measured slightly over 6-feet long 
on each side. It had a shingle roof, but no information was provided as 
to its use. The size of this structure suggests that it may have been a 
privy or a small storage facility. 


It is possible that the grade during Period 2 was 1.1 feet below existing 
grade, near the top of Feature 2, the bulkhead wall, exposed in Exca- 
vation Unit 1 (elevation of approximately 457.3 feet). 


Period 3, 1890-1916 


Another two-story addition, measuring approximately 19 by 44 feet, was 
constructed along the north wall of the building during this period 
(Figure 16). The north wall of the 1872 addition was reduced to one- 
story, according to 1897 and 1911 Sanborn maps. These maps also 
document an exterior wooden staircase on the north wall of the new 
addition. The presence of a jack arch in the west foundation suggests 
that this addition also had a basement. 


There is no direct historical evidence of any outbuildings associated with 
the building during this period, and it is probable that there were none. 
The sale of a 25-foot wide strip of land along the north edge of the lot 
in 1891 reduced the size of the lot so that the opera house itself covered 


most of it, leaving little room for outbuildings. 

There was probably little or no change in the surrounding grade during 
this period; it is likely that it remained at an elevation of approximately 
457.3 feet. 


Period 4, 1917-1947 


The most extensive modifications occurred to the interior of the building 


during this period. Drastic alterations were necessary to adapt the 
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Figure 16. Johnson's Opera House, Period 3, |890-1916. 











structure for its new tenants, which included moving the theater from 
the second floor to the ground floor, and construction of a concrete- 
walled basement under the south end. The excavation of this basement 
in 1917 destroyed what remained of the chapel's south foundation 
(Figure 17). 


The remaining portions of the north walls of both the chapel (1843) and 
the 1872 addition that had survived as interior walls were probably 
removed in 1917, when the theater was moved to the ground floor. It is 
possible that the concrete sill was poured along the top of the north 
chapel foundation at this time. 


By 1919, the building no longer housed a theater or public hall. 
Instead, a series of automobile retailers occupied the building until 1958 
(Brown 1986). Additional renovations were needed, which included 
rebuilding the second floor for automobile storage and pouring the 
concrete garage floor. Before the concrete was poured, the floor level 
was raised to its existing elevation by filling the crawl space and 
northern basement with the dark grainy soil described as Strata B, C, 
and D in Excavation Units 2A, B, C, and D. The origin of this material 
is unknown, but the presence of coal, cinders, slag, and large iron 
fragments mixed throughout it suggests that it came from a nearby 


industrial site. 


The 1925 Sanborn map indicates that cars could be driven to the second 
floor storage area by means of a wooden ramp attached to the north end 
of the building. This ramp was probably removed by 1948, when the 
large freight elevator was installed. The 1925 map also notes the 
presence of a fire escape on the east wall, approximately 6 to 8 feet 
north of the location of Excavation Unit 1. 


Three photographs dating from circa 1919 to the early 1920s show an 
exterior wooden stairway on the east wall. It is possible that the stone 
footing uncovered in Excavation Unit 1 (Feature 1) may have served as a 
support for a similar stairway or fire escape, although at present there 


is no direct historical evidence to suggest this. The elevation of this 
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Figure 17. Regent Theater, Period 4, 1917-1947. 








feature, 457.7 feet, is almost at grade, which is estimated to be 458.4 
feet (existing grade) by this time. 


During this period, the Fisher Theatre was constructed immediately 
adjacent to the building's west wall. From an archeological point of 
view, this is a significant event because, up until this time, that area 
was a yard. As a yard, it was open for deposits of artifacts and other 
materials that might have dated to the construction of the chapel, and 
even earlier. With the construction of Fisher's Theatre, any archeo- 
logical record of these earlier periods was probably destroyed. 


Period 5, 1948-1985 


During this period, the building assumed its present configuration and 
appearance (Figure 18). The freight elevator was installed in 1948, 
probably destroying the western portion of the chapel's north found- 
ation. In 1961, when the laundromat was constructed, the floor of the 
southern end of the building was probably raised to its present elevation 
(459.3 feet) to accommodate the extensive plumbing and drainage system. 
An enclosed, cement block staircase was added in 1971 when the second 
floor was converted into apartments. It is possible that the exterior 
staircase north of the elevator was also added at this time as a fire 


escape. 
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RECOMMENDATIONS AND CONCLUSION 


No evidence of prehistoric or historic occupations or use of the site 
prior to the construction of the Wesleyan Chapel in 1843 was discovered. 
Some historic artifacts pre-dating 1843 were recovered, but these were 
associated with later artifacts and contexts. 


Several functional groups were identified in the assemblage of 4,133 
artifacts. Architectural artifacts such as nails and window glass 
dominated the assemblage, accounting for 66 percent of the recovered 
artifacts. This was expected, considering that the major activities at 
this site since 1843 were construction and demolition. Kitchen artifacts 
comprised the second most common group, accounting for 19 percent of 
the assemblage. 


It is likely that the location of the Wesleyan Chapel within the village 
limits of Seneca Falls accounted for several attributes of the site. The 
limited number of outbuildings associated with the structure throughout 
the 19th century may be explained by the nearness of the chapel to 
town. According to the historic maps of Seneca Falls, church lots often 
contained one or more associated buildings or features in addition to the 
church itself. Included among these structures was often a clergy's 
residence, one or more privies, fuel storage sheds, and stables. Since 
the chapel was situated in town, many facilities were available at nearby 
locations, making it unnecessary to clutter the small lot with 


outbuildings. 


The regular removal of refuse from the site may be responsible for the 
limited artifact assemblage recovered during the excavations. It is not 
known when trash removal service was available in Seneca Falls, but it 
was probably instituted at least by the mid to late 19th century. At 
least by 1919, refuse from other locations was being removed to sites to 
be used as fill, as evidenced by the industrial debris in Strata B, C, 
and D in Excavation Units 2A through D. 
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The investigation of the Wesleyan Chapel also provided insight into the 
commercial development of Seneca Falls. The changes that the structure 
underwent were undoubtedly a reflection of the changing needs of the 
people of Seneca Falls. From its beginnings as a focus of religious and 
social concerns in 1843, the building was transformed into a social and 
recreational facility by 1872. The focus of the building's tenants became 
increasingly commercial in the early 20th century, particularly after 
1919, when the impact of the automobile was obviously being felt in 
Seneca Falls. Autu.nobile dealers occupied the building for the next 39 
years, until 1958. Other tenants after 1872 included retail 
establishments such as furniture stores and a florist, as well as a 
variety of service-oriented organizations, such as fire companies, 
plumbers, machine repair shops, a doctor, and the New York Telephone 
Company. The last automobile dealership moved out in 1958, and after 
this, the focus of the building shifted once again with the construction 
of the Seneca Falls Laundromat in 1961 and the second-floor apartments 
in 1971. 


The chapel's in-town location undoubtedly contributed to the docu- 
mentary record. Even though only a handful of photographs of the 
building are known, a rather extensive collection of insurance and other 
maps not usually available in rural settings provided much information 
that was useful in the interpretation of the archeological remains. 


Evaluation of the Research Design 





The archeological investigation of the Wesleyan Chapel successfully 
addressed most of the research questions and objectives. The research 
objectives required, in many cases, specific pieces of information to meet 
them, and based on clues provided by the historical and architectural 
data, this information could be collected archeologically. The results of 


the investigation of each research question are summarized below. 


1. What was the nature of the foundation system below the south end 


of the present west wall? Was this section part of the original chapel? 
The data collected from Excavation Units 5A and 5B indicated that the 








present westernmost wall of the laundromat was not part of the original 
chapel. The foundation under this wall was similar to the foundation 
under other sections of the building constructed during Period 2, and 
consisted of a brick wall resting on a mortared stone wall. This 
foundation is quite different from the original chapel foundation, which 
consisted of stone rubble and mortar compacted in a construction trench 


with a mortared stone wall above ground surface. 


2. What was the depth of the basement or crawl space under the 
chapel? It was apparent from the excavations that the original chapel 
did not have a basement, only a crawl space. The height of this crawl 
space could not be determined. 


3. Is there any evidence of the north or south foundation of the 
original chapel? How accurate were the dimensions stated in the historic 
documents? Excavation Units 2A through 2C revealed that at least a 
portion of the chapel's north wall existed under the garage floor. This 
wall lies below the roof truss that was tentatively identified as the 
original north truss. The south wall of the chapel was destroyed by the 
excavation of the basement during Period 4, although its location was 
indicated by the discovery of the southeast corner of the chapel 
foundation in Excavation Unit 4. The existence of the southwest corner 
of the chapel was not determined. The discovery of the southeast 
corner and the north wall verified the 64-foot length of the building 
noted in the documentary record (True Wesleyan, July 22, 1843 cited in 





Brown 1986: Chapter 1, page 17). With the exception of the extreme 
southern end, the width of the structure, 44 feet, has remained 
unchanged. 


4, When were the additions of the north end of the’ chapel 
constructed? How were they attached? What kind of foundation system 
was used? Was there a full basement or a crawl space under these 
additions? Documentary evidence revealed that the first addition was 
constructed in 1872. From the construction seam examined in Excavation 
Unit 1, it seems that the addition was simply butted against the existing 


north wall. The basement appears to have been laid up against the 
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rubble foundation of the chapel. A_ full basement was apparently 
excavated, as suggested by the wing wall encountered in Excavation Unit 
1, although the depth of this basement was not determined 


archeologically. 


The second north addition was constructed in 1890, according to the 
documentary records. Like the first addition, it was probably butted 
against the existing north wall and had a basement, although there was 
no documentary evidence to confirm this and no archeological testing was 
conducted in this area of the site. 


5. What was the interior plan of the chapel? Is there any evidence of 
galleries or other features? The presence of certain features, like the 
gallery, was suggested by both the historical and architectural data but 
was not verified archeologically. 


6. What was the sequence of the major structural changes? Based on 
the archeological, architectural, and historical data, the sequence of the 
major construction episodes has generally been established, as described 


previously in this report. 


7. Are other structural details or features of the original chapel 
evident below ground, such as floor levels, fireplaces, and chimney 
bases? Like other interior features, the presence of fireplaces, chimney 
bases, and the floor level were indicated in the architectural and historic 
data but could not be verified archeologically. 


Construction-Related Recommendations 





Planned construction at the Wesleyan Chapel will consist, minimally, of 
the removal of post-1848 additions. Construction may also require 
modifications to strengthen the original structure as sections are 
removed. Provided that minimal ground disturbance is necessary, 
careful implementation of construction activities should not adversely 


impact the subsurface resources. However, if extensive ground 
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disturbance is required, additional archeological data recovery will be 
necessary. The following construction-related recommendations should be 
considered prior to implementation of any additional work at the Wesleyan 
Chapel. 


1. Remnants of the Wesleyan Chapel, presently exposed in the open 
excavation units, should be protected during construction. Appropriate 
options may include backfilling, construction of shelters, and archeo- 


logical monitoring. 


2. Archeological data recovery should be considered on a case-by-case 
basis for any future ground-disturbing activities, including, but not 
limited to, excavations for new utilities, sidewalks and soil borings. 
Construction plans should be sent to Applied Archeology Center for 


review. 
3. When possible, areas containing, or expected to contain, chapel 
remains should be avoided by construction (Figure 19). This includes 


the site of the outbuilding northwest of the chapel (see below). 


Research Recommendations 





As historical and archeological data were collected for this study, several 
new architectural research questions and objectives were identified. 
While adequate data has been recovered to proceed with the National 
Design Competition and preliminary construction plans, the additional 
fieldwork recommended below would supplement the existing data base 


and could result in more comprehensive designs. 


1. The presence and condition of additional subsurface remnants of the 
chapel should be established, particularly in two locations (Figure 20). 
In the laundromat, flooring should be lifted to reveal the southwest 
corner of the chapel. In the garage, the nature and extent of the area 
disturbed by the installation of the freight elevator should be deter- 
mined, revealing the actual extent of the chapel's north foundation. 
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Figure 19. Construction Avoidance Areas. Wesleyan Chapel, Women's Rights N. H. P. 
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Figure 20. Additional Fieldwork Locations. Wesleyan Chapel, Women's Rights N. H. P. 











2. Additional flooring should be lifted in the laundromat to test for 
more conclusive evidence of the gallery supports. In particular, the 
area immediately south of the cast iron pillar should be tested, since this 
pillar may be an original gallery support. 


3. Test the area northwest of the chapel foundation for evidence of 
the large outbuilding shown on the 1856 map. It is possible that this 
structure existed at the time of the convention in 1848. If evidence of 
this structure is discovered, excavations should be directed toward 
collecting data to determine if indeed it did exist in 1848 and to establish 


its extent and function. 


4, The depth of the basement under the 1872 addition was not reached 
during this’ investigation. An excavation on the exterior of the 
building, immediately north of Excavation Unit 1, could provide this 
data, as well as details of the basement entrance. 


5. The presence of a basement under the 1890 addition was suggested 
by the jack arch in the west foundation. Excavation near this arch 
could yield details about the arch, and determine the presence or 


absence of a basement. 


Conclusion 





The successful completion of this project was dependent on the 
coordination and cooperation of individuals from several disciplines. 
Team members worked closely together, sharing ideas, information, and 
conclusions throughout the project. Research objectives and_ inter- 
pretations were often refined in the field, based on input from other 
team members. The lines between disciplines often blurred as_ the 
archeologists climbed out of their excavations to look at roof trusses and 
other above ground features while the architects, historians, and 
preservation technicians examined the profiles, features, and artifacts in 
the excavations. This integrated and multi-disciplinary approach greatly 
enhanced the value of the data recovered, and provided a solid basis for 
the interpretation of the Wesleyan Chapel and its role in the history of 


the women's rights movement. 


Qu 
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APPENDIX A 


ADDITIONS AND MODIFICATIONS TO THE WESLEYAN CHAPEL 
(Compiled from Brown 1986) 





Date Owner Building Name Impact 





1843 Wesleyan Church Wesleyan Church Building is constructed, c. 44 x 
64 feet, brick, galleries on 
three sides. 


1848 Seneca Falls sidewalk ordinance 
enacted; walk consisting of 
planks on gravel bed pro- 
bably constructed. 


*kWOMEN'S RIGHTS CONVENTION** 


c. 1850 First attempt to  macadamize 
Fall St. 
1850 Village trustees order more 


sidewalk construction in front 
of chapel, to be composed of 
"plank laid crosswise". 
Sidewalk on Mynderse Street 
to consist of 1-foot wide 
wooden planks laid lengthwise 
8 inches apart on gravel bed. 


1852 Sidewalk along Mynderse St. is 
rebuilt. 

1854 Sidewalk along Mynderse St. is 
rebuilt. 

1856 Outbuilding on church lot by 
this time. 

1857 Chapel trustees approve payment 


for extensive (but unspeci- 
fied) repairs to the chapel. 


1858 Gas lighting introduced into 
chapel. 
1861 Sidewalk along Fall St. is 
rebuilt. 
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APPENDIX A (Continued) 





Date 


Owner 


Building Name 


Impact 





1862 


1863 


1865 


1866 


1869 


1870 


1871 


Charles G. Corwin 
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Sidewalk along Mynderse St. is 
rebuilt. 


"Back fence" moved to property 
line of church lot (north 
end?). 


Sidewalk along Mynderse St. is 
rebuilt. 


Sidewalk along Fall St. is 
rebuilt. 


Stoop and _ walk _ constructed 
(location unspecified). 


Sidewalk along’ Fall St. is 
rebuilt. 


Chapel needs repairs. 


Gate present on_ churchyard 
entrance by this time. 


Newspaper article notes that a 
speaker could deliver address 
from "platform" in front of 
chapel. Not clear from the 
article if this is a) the stoop 
built in 1865; b) some other 
structure attached to_ the 
church; or c) a wagon or 
other temporary structure. 


Congregation decides to _ build 
new church” rather — than 
repair chapel. 


Roof of shed collapses. May be 
roof of building northwest of 
Chapel on 1856 map. 


Sidewalk along Mynderse St. is 
rebuilt. 





APPENDIX A (Continued) 








Date Owner Building Name Impact 
1872 Will.asiaa Johnson Johnson Hall First northern addition 
constructed. 


Sidewalk along Mynderse St. is 
rebuilt. 


Newspaper- aarticle’ lists the 
following proposed changes: 

a) bring front (south) of 
building out to street; 

b) raise roof 7-8 feet; 
c) remodel or add_ second 
floor within building, 

first floor to be stores, 
second floor to be public 


hall. 
1873 Stage enlarged and_ improved. 
1875 Tenant: E—.T. Boyd Furniture 


Store (moves out later that 
same year). 


1881 Two stores in front (south end?) 
of building are vacant. 


1886 Two stores are occupied by "H 
and L Co." and "Hose Co." 
(fire companies?); plumber in 
north end. 


Small, one-story outbuilding 
present near northwest corner 


of building. 
1890 Johnson Opera Two-story addition constructed 
House on north end of _ building; 
wooden staircase on north end 
exterior. 


Tenants: plumber (1st floor, 
north end); bowling (lst 
floor, front, west half); 
repair shop (1st floor, front, 
east half); opera house (2nd 
floor). 
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APPENDIX A (Continued) 





Date Owner Building Name Impact 





FIRE DESTROYS MUCH OF SENECA FALLS BUSINESS DISTRICT, MISSING 
OPERA HOUSE BY ONE BLOCK. 


Lighting, heat, ventilation 


updated. 

1891 25-foot wide portion along north 
end of lot bought by Emmet 
J. Ryan Sr. 

1892 New roof. 

1901 Small fire breaks out in opera 


house during a performance. 


1902 Tenant: Powers Furniture 
Store. 
1906 Tenant: Doyle's Picture House; 


roller skating. 


1907-8 Seneca Falls gets municipal 
waterworks, sewer’ system, 
street paving. 


1912 Powers Furniture Store is tem- 
porarily closed while 
unspecified but extensive 
repairs are made to the 
building. 


1915 Charles Powers Milton Carr takes over Doyle's 
Picture House. 


Tenants: moving picture shows 
on 2nd floor; furniture store 
on first floor. 


1916 Powers advertises unspecified 
repairs and improvements to 
the building. 











APPENDIX A (Continued) 





Date 


Owner Building Name Impact 





1917 


1918 


1919 


1921 


Asa B. Hilkert Regent Theater Exterior reconstructed and 


covered with white stucco; 
entrance changed from 2 side 
stairways to wide’ center 
entrance; portico over walk in 
front; theater lowered to 
street level; office suites on 
2nd _ floor; basement under 
south end excavated at this 
time, destroying south 
foundation wall of chapel; 
lavatory and_ water closet 
installed in basement. 


Tenant: Dr. Albert J. Frantz, 


optometrist and ___—s physician 
(2nd flour), occupies office at 
least until 1929, and possibly 
until 1932. 


Tenant: New York Telephone 


Company leases 17 by 21 foot 
space on Ist floor, probably 
in southeast corner of 
building. Has right to make 
interior changes and 
additions; to bring in 
underground or overhead 
wires, pipes, and cables; to 
erect exterior fixtures and 
appliances. 


Bertrand G. Mackey Proposed changes: rebuild 2nd 


and Frank G. Knox 


floor; install garage and 
automobile repair shop-= on 
ground floor, ballroom on 2nd 
floor, shops and offices to 
remain; theater entrance to 
become garage entrance; open 
another garage entrance on 
east side; rear of building to 
remain as is. 


Asa B. Hilkert Tenant: Elliot B. Kibbey opens 
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machine repair shop iin 
ground floor of garage. 

















APPENDIX A (Continued) 





Date Owner Building Name Impact 





1921-22 Tenant: G. L. Brady selling 
electrical supplies and Sinclair 
gasoline from garage by this 


time. 
1922 Tenant: E.W. Hudson and Son, 
florists. 


Tenant: Fred L. Huntington, 
automobile dealership, stays 
until 1928. 


Main center entrance removed 
and replaced with automobile 
display floor. 


1923 75th ANNIVERSARY COMMEMORATION OF ~ 1848 WOMEN'S’ RIGHTS 
CONVENTION 


1925 Geneva Farm Improve- 
ment Corporation 


1926 Cornelius T. Lynch 


1928 Tenant: Seneca Falls Sales 
Company, Inc., Ford 
dealership. 

1944 Henderson and 


Lathrop, Inc. 


1948 Rubber tile floor covering in 
display room; interior 
painted /papered beige; 


freight elevator _ installed; 
steam heat (radiators); utility 
improvements. 


1956 Edwin A. Riggs, Jr. Tenant: East Motors, operated 
by Cecil P. East, replaces 
Seneca Falls Sales Company; 
moved out by 1958. 


1959 Henderson and 
Lathrop, Inc. 








APPENDIX A (Continued) 








Date Owner Building Name Impact 

1961 Tenant: Seneca Falls Latndro- 
mat opens on first floor. 

1971 Frank J. Ludovico Builds 10 apartments on 2nd 
floor; changes windows; 
repairs exterior stucco; 
garage, elevator, laundromat 
are not substantially changed. 

1985 National Park Service 
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APPENDIX B 


Artifact Groups 





Group 


Artifacts 





Architectural 


Furniture 


Kitchen 


Mechanical 


Miscellaneous 


Modern Material 


Culture 


Other 


Personal 


Brick, floor tile, mortar, nails, paint chips, 

pintel fragment, plumbing fragments, — slate 
shingle fragments, window _ glass, wood 
fragments. 


Glass knob fragment, porcelain knob fragment. 


Buff-colored earthenware, glass containers, metal 
containers, pearlware, redware, stoneware, 
whiteware, butchered bone. 


Angle iron fragment, rod fragments, slotted-head 
screws, unidentified metal fragments, washers. 


Cinders, mica fragments, unidentified burned 
material, unmodified bone. 


Aluminum foil, aluminum twist cap, _ battery 
carbon fragments, bottlecaps, film fragments, 
mechanical pencil fragments, paper clip, plastic 
fragments, rubber fragments, wire coat hanger 
fragments. 


Arc torch fragment, brass grommet, copper wire, 
lighting fragments. 


Beads, buttons, mirror fragments, straightpins, 
white clay pipe fragments. 
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APPENDIX C 
STRATA SUMMARY 





EXCAVATION DESCRIPTION THICKNESS NUMBER OF 
UNIT STRATUM ( Color*/ Texture) (feet) ARTIFACTS 
1 A Concrete/asphalt 0.6 None 
B 10YR 3/1 (very dark gray) construc- 
tion fill containing, ash, coal, slag 0.3 688 
C 5YR 3/4 (dark reddish brown) clay 


and 10YR 3/2 (very dark grayish 

brown) sand construction fill contain- 

ing brick fragments, mortar, coal, 

slag 0.2 139 


5YR 3/4 (dark reddish brown) clay 
containing brick and mortar frag- 
ments, coal, slag 0.4 6 


wn D 
rs 


*Munsell Soil Color 


E 10YR 3/2 (very dark grayish brown) 
clay containing brick and mortar 
fragments 0.2 30 


F 10YR 3/2 (very dark grayish brown) 
Clay 0.3 None 


G 10YR 5/6 (yellowish brown) clay 
mottled with 10YR 5/3 (brown clay) 0.9 None 


H 5YR 4/4 (reddish brown) clay; 
similar to Stratum H, Excavation 
Units 2A-D 0.6-1.7+ None 








APPENDIX C (CONTINUED) 





EXCAVATION DESCRIPTION THICKNESS NUMBER OF 
UNIT STRATUM (Color*/ Texture) (feet) ARTIFACTS 
2A, 2B, 2C, 2D A Concrete | 0.4 None 
B 10YR 3/1 (very dark gray) construction 
fill containing sand, slag, coal, cinders 0.4 13 (2A only) 
C 10YR 2/1 (black) silty construction fill 
with pockets of sand and clay; loose, 
uncompacted 0.6 69 (2A only) 
D 10YR 2/1 (black) silty construction 
fill with pockets of sand and clay; 
o more compacted than Stratum C 1.3 52 (2A only) 
uw 
E 10YR 5/1 (gray) clay; present south 2 (2A only) 
of chapel foundation only 0.5 1,338 (2D only) 
G Stone rubble mixed with 10YR 6/4 1.1 None 
(light yellowish brown) sand 
H SYR 4/4 (reddish brown) clay; similar 
to Stratum H, Excavation Unit 1 0.3+ None 
3A, 3B A Concrete 0.4 None 
B (3B only) 5YR 4/4 (reddish brown) clay 0.9 1 
C (3B) 10YR 2/1 (black) construction fill with 
B (3A) sand, slag, coal, and rubble 1.4 Observed only 
D (3B only) 5YR 5/3 (reddish brown) clay mottled with 0.6 9 





5YR 4/4 (reddish brown) clay and mortar 











APPENDIX C (CONTINUED) 





EXCAVATION DESCRIPTION THICKNESS 
UNIT STRATUM ( Color*/ Texture) (feet) ARTIFACTS 
E (3B only) 10YR 3/1 (very dark gray) clay 0.2 11 
F (3B only) 10YR 7/2 (light gray) clay mottled with 0.5 Observed only 
5YR 4/3 (reddish brown) clay 
G (3B only) 10YR 6/2 (light brownish gray) clay Undetermined None 
H 5YR 4/3 (reddish brown) clay Undetermined None 
4 A 2.5YR 4/4 (reddish brown) very fine 
silty clay and dust, mottled 0.2 30 
ps B Mottled silty clay with no document 
matrix color. Colors include 10YR 
5/2 (grayish brown), 10YR 7/3 (very 
pale brown), 10YR 6/3 (pale brown) 0.7 160 
C 10YR 4/3 (brown/dark brown) silty clay 
with pockets of 5YR. 4/3 (reddish brown) 
clay (Stratum D) 0.9 77 
D 5YR 4/3 (reddish brown) Undetermined None 
5A A 10YR 3/3 (dark brown) sandy clay 
loam with rubble and gravel 0.3 14 
B 10YR 3/2 (very dark grayish brown) 
clay loam 0.4 66 
C 10YR 5/8 (yellowish brown) clay 
mottled with 10YR 3/2 (very dark 
grayish brown) clay loam (Stratum 
B). 0.5 13 


1&6 
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APPENDIX C (Continued) 





EXCAVATION DESCRIPTION THICKNESS NUMBER OF 
UNIT STRATUM ( Color* / Texture) (feet) ARTIFACTS 
D 10YR 4/4 (dark yellowish brown) 1. 6+ None 
clay 
5B A Concrete 0.4 None 
B Gravel fill under concrete 0.2 None 
C 10YR 6/2 (light brownish gray) sand 0.3 22 
and powdered cement 
D 5YR 3/4 (dark reddish brown) clay 
mottled with 5YR 3/1 (very dark 
gray) clay containing brick, mortar, 
rubble, slag 0.8 121 
E 5YR 4/4 (reddish brown) clay, mottled 
with 2.5YR N2.5/0 (black) cinders 0.2 530 
F 5YR 3/4 (dark reddish brown) clay 0.2 None 
G 5YR N2.5/0 (black) sand, with 0.3 66 
brick and coal 
H 10YR 2/1 (black) sandy silt, 0.2 89 
with brick and coal 
| 7.5 YR 4/2-4/4 (brown/dark 
brown) sandy silt with brick 
fragments 0.2 518 


c, 
J 








APPENDIX C (CONTINUED) 





EXCAVATION DESCRIPTION THICKNESS 
UNIT STRATUM ( Color* / Texture) (feet) ARTIFACTS 

J 5YR 3/1 (very dark gray) clay 
mottled with 7.5 YR 4/4 (dark 
brown clay) 0.7 58 

K 10YR5/8 (yellowish brown) clay 
clay mottled with 10YR 5/3 (brown) 
and 10YR 7/4 (very pale brown) clay 0.9 None 
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APPENDIX D 
ARTIFACT CATALOG 


WORI 106 
WESLEYAN CHAPEL 





Catalog No. Bag No. Qty. Description 

WORI 106-EUI-B-1 1 1 Mechanical Pencil Point 
-2 4 Shell Frag., Clam 
-3 1 Film Frag. 
-4 1 Kaolin Pipebowl Frag. 
-5 1 Kaolin Pipebowl Frag. 
-6 4 Kaolin Pipestem Frag., Bore Diameter 5/64" 
-7 1 Kaolin Pipestem Frag., Bore Diam. Undetermined 
-8 1 Battery Carbon Frag. 
-9 1 Paper Clip 
-10 1 Mica Frag. 
-11 1 Glass Button, 4-hole Sew-Through 
-12 2 Porcelain Knob Frag. 
-13 10 Body Sherds, Whiteware, Plain 
-14 2 Bottle Neck/Rim Frag., Aqua-Tinted 
-15 7 Body Sherds, Glass Bottle, Olive Green 
-16 4 Mirror Frag., Glass 
-17 1 Container Frag., Glass 
-18 298 Window Pane Frag. 
-19 10 Container Frag., Glass, Aqua-Tinted 
-20 103 Container Frag., Glass, Colorless 
-21 1 Knob Frag., Glass, Octagonal 
-22 3 Sheet Metal Frag., Iron 
-23 1 Unidentified Frag., Iron 
-24 1 Mortar Frag. 
-25 1 Brick Frag., Red 
-26 1 Nail Frag., lron, Machine-Cut 
~-27 1 Screw Frag., Iron, Slotted Head 
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APPENDIX D (continued) 





Catalog No. Bag No. Qty. Description 
-28 8 Nail Frag., Iron, Wire 
-29 14 Nail Frag., Iron, Unidentified 
-30 65 1 Window Pane Frag., Corner 
-31 66 1 Battery Carbon Frag. 
-32 1 Container Frag., Glass, Aqua-Tinted 
- 33 7 Container Frag., Glass, Colorless 
-34 12 Nail Frag., Iron, Unidentified 
-35 179 Window Pane Frag., Aqua-Tinted 
-36 67 1 Kaolin Pipestem Frag., Bore Diameter 5/64" 
EU1-C-| 2 1 Unidentified Frag., Bone, Unmodified 
-2 + Shell Frag., Clam 
-3 2 Kaolin Pipestem Frag., Bore Diameter 5/64" 
-4 1 Body Sherd, Stoneware 
-5 1 Rim Sherd, Buff-Colored Earthenware 
-6 1 Mirror Frag., Glass 
-7 1 Shoulder Frag., Glass Bottle, Dark Green 
-8 13 Window Pane Frag., Aqua-Tinted 
-§ 2 Container Frag., Glass, Aqua-Tinted 
-10 1 Container Frag., Rim, Glass, Colorless 
-11 37 Container Frag., Glass, Colorless 
-12 1 Grommet, Brass 
-13 2 Mortar Frag. 
-14 3 1 Claw Frag. 
-15 2 Mirror Frag., Glass 
-16 5 Window Pane Frag. 
-17 2 Container Frag., Glass, Colorless 
-18 8 Unidentified Frag., Iron 
-19 4 1 Shell Frag., Clam 
-20 20 Window Pane Frag. 
-21 3 Container Frag., Glass 
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APPENDIX D (Continued) 





Catalog No. Bag No. Qty. Description 
WORI 106-EU1-C-22 4 1 Handle Frag., Glass 
-23 1 Bottle Base Frag., Glass, Amethyst, 2-Piece Mold, 
Valve Mark on Bottom 
-24 1 Pintel Frag., Iron 
-25 15 Nail Frag., lron, Unidentified 
-26 2 12 Unidentified Frag., Iron 
EU1-D-1 5 1 Unidentified Frag., Wood 
-2 5 Unidentified Frag., Iron 


EU1-Fea 3-1 8 1 Container Frag., Glass 
-2 2 Window Pane Frag. 
-3 1 Glass Button, 4-Hole Sew-Through 
-4 2 Unidentified Frag., Iron 
-5 1 Unidentified Material, Burned 
EU1-E-1 6,7 3 Shell Frag., Clam 
-2 1 Unidentified Frag., Bone, Cut 
-3 11 Window Pane Frag., Aqua-Tinted 
-4 1 Kaolin Pipestem Frag., Bore Diameter 5/64" 
=5 1 Rim Sherd, Whiteware, Plain 
-6 1 Body Sherd, Whiteware, Plain 
-7 2 Body Sherd, Stoneware 
-8 10 Nail Frag., lron, Unidentified 
G-1 68 1 Lint Sample 
WORI 106-EU2A-B-1 10 6 Rod Frag., Iron 
-2 2 Unidentified Frag., Iron 
-3 10 Nail Frag., tron, Wire 
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Catalog No. Bag No. Qty. Description 
EU 2A-C-1 11 1 Film Frag. 
-2 1 Window Pane Frag. 
-3 1 Bottle Frag., Glass, Amber 
-4 1 Hollowcore Brick Frag., Red 
=§ 1 Firebrick Frag. 
-6 12 Unidentified Frag., lron, Non-Nail 
-7 1 Wire Frag., Copper 
-8 51 Nail Frag., lron, Unidentified 
-EU2A-D-1 12 3 Bottle Frag., Glass Amber 
-2 1 Wire Frag., Iron 
-3 1 S-Hook, Iron 
-4 1 Hook, Iron 
on -§ 11 Nail Frag., Iron, Wire 
” -6 35 Unidentified Frag., lron, Wire/Rods? 
-EU2A-E-1 13 1 Body Sherd, Pearlware, Blue Shell-Edge 
-2 1 Nail Frag., Iron, Unidentified 
-~EU2A-G-1 15 1 Lint Sample 
-EU2B-F-1 16 1 Unidentified Object, Flattened Sphere, 
Ends Removed, Mold Made, Plaster ? 
-2 1 Arc Torch Frag., Carbon 
-3 17 1 Washer Frag., Iron 
WORI-EU2A-C-1 11 1 Film Frag. 
-2 1 Window Pane Frag. 
=3 1 Bottle Frag., Glass, Amber 
-4 1 Hollowcore Brick Frag., Red 
-$ 1 Firebrick Frag. 
-6 12 Unidentified Frag., Iron, Non-Nail 
-7 1 Wire Frag., Copper 
-8 51 Nail Frag., lron, Unidentified 
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Catalog No. Bag No. Qty. Description 
WORI 106-EU2A-D-1 12 3 Bottle Frag., Glass, Amber 
-2 1 Wire Frag., Iron 
-3 1 S-Hook, Iron 
-4 1 Hook, Iron 
-5 11 Nail Frag., Iron, Wire 
-6 35 Unidentified Frag., lron, Wire/Rods 
EU 2A-E-1 13 1 Body Sherd, Pearlware, Blue Shell-Edge 
-2 1 Nail Frag., Iron, Unidentified 
EU2A-G-'! 15 1 Lint Sample 
EU2B-F-1 16 1 Unidentified Object, Flattened Sphere, Ends Removed, 
Mold Made, Plaster 
= -2 1 Arc Torch Frag., Carbon 
Ww -3 17 1 Washer Frag., Iron 
WORI 106-EU2B-F-4 = 17 5 Unidentified Frag., Iron 
-§ 2 Cinders 
WORI 106-EU2D-E-1 39 1 Brick Frag., Red 
-2 1 Body Sherd, Whiteware, Blue Transfer Print 
=3 1 Unidentified Frag., Iron, Chain Link 
-4 118 Nail Frag., Iron, Wire 
=5 40, 41 1199 Nail Frag., Iron, Wire 
-6 40 3 Window Pane Frag. 
-7 10 Container Frag., Glass, White 
-8 3 Brick Frag., Red 
=f 2 Body Sherd, Redware, Unglazed 
WORI 106-EU3-A-1 69 1 Button, Bone, 4-Hole Sew Through 


-EU3-C-1 18 4 Unidentified Frag., Iron 
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Catalog No. Bag No. Qty. Description 
-EU3B-D-1 19 9 Nail Frag., Iron, Wire 
-EU3B-E-1 20 1 Body Sherd, Whiteware 
-2 8 Window Pane Frag. 
-3 1 Nail Frag., Iron, Wire 
-4 1 Unidentified Frag., lron, Non-Nail 
WORI 106-EU4-A-1 21 3 Kaolin Pipesi:”n Frag., Bore Diameter 4/64" 
-2 1 Copper Flashing Frag. 
-3 1 Aluminum Foil Frag. 
-4 2 Shell Frag., Clam 
-5 3 Unidentified Frag., Bone, Cut 
-6 1 Linoleum Floor Tile Frag. 
-7 1 Window Pane Frag. 
-8 2 Bottle Frag., Rim and Neck, Dark Green 
-9 4 Nails, lron, Wire 
-10 5 Nails, Iron, Machine-Cut 
-11 2 Body Sherds, Whiteware, Blue Transfer-Print 
-12 1 Rim Sherd, Whiteware, Blue Transfer-Print 
-13 1 Base Sherd, Redware, Albany Slip Exterior, 
Dark-Brown Glaze Interior 
-14 1 Body Sherd, Redware, Lead-Glazed Interior, Unglazed 
Exterior 
-15 1 Rim Sherd, Redware, Albany Slip Interior/Exterior 
-16 1 Body Sherd, Stoneware, Dark Brown Glazed Exterior, 
Brown Glazed Interior 
WORI-EU4-B-1 22, 23 3 Shell Frag., Oyster 
-2 10 Unidentified Frag., Bone, Unmodified, Very Small 
-3 5 Unidentified Frag., Bone, Unmodified 
-4 12 Unidentified Frag., Bone, Cut and Split 
-5 1 Unidentified Frag., Iron 
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Catalog No. Bag No. Qty. Description 
-6 7 Nail Frag., lron, Unidentified 
-7 3 Nail Frag., lron, Machine-Cut 
-8 1 Nail, Iron, Wire 
-9 1 Concrete Frag. 
-10 1 Glass Container Frasg., Dark Green, Body 
-11 1 Glass Container Frag., Aqua-Tinted, Body 
-12 3 Glass Container Frag., Colorless, Body 
-13 22 Window Pane Frag. 
-14 1 Body Sherd, Redware, Brown Glaze 
-15 1 Body Sherd, Whiteware, Brown, Tan, White Painted 
Underglaze Exterior 
-16 1 Rim Sherd, Pearlware, Blue Transfer-Printed 
-17 3 Rm Sherds, Pearlware, Blue Shell Edge 
-18 11 Body Sherds, Pearlware, Blue Transfer-Printed 
-19 35 Body Sherds, Pearlware, Plain 
-20 7 Base Sherds, Pearlware, Plain 
-21 6 Body Sherds, Whiteware, Plain 
-22 2 Kaolin Pipestem Frag., Bore Diameter 4/64" 
-23 2 Kaolin Pipebowl Frag. 
-24 1 Kaolin Pipebowl Frag., Decorated 
-25 1 Bead, Unidentified Material 
-26 1 Button, Glass 4--Hole Sew-Through 
-27 14 Straightpin Frags. 
-28 2 Brick Frag., Red 
-29 2 Unidentified Burned Material 
WORI 106-EU4-C-1 24 1 Plastic Frag. 
-2 1 Body Sherd, Whiteware 
-3 1 Body Sherd, Whiteware, Hand-Painted Underglaze 
-4 1 Body Sherd, Buff-Colored Earthenware 
=§ 1 Kaolin Pipebowl Frag., Decorated, Narrow Foot, Bore 


Diameter 5/64" 


Os 
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Catalog No. Bag No. Qty. Description 
-6 1 Button Frag., Brass, Shank-Type 
-7 1 Straightpin 
-8 3 Glass Container Frag., Colorless, Body 
-9 3 Window Pane Frag. 
-10 1 Unidentified Frag., Iron 
-11 1 Unidentified Frag., Steel, Pressed and Sheared 
-12 1 Aluminum Twist Cap, Bottle 
-13 1 Aluminum Foil Frag. 
-14 1 U-Shaped Staple 
-15 1 Nail, Iron, Wire 
-16 3 Nail Frag., Iron, Unidentified 
-17 1 Angle Iron Frag. 
-18 8 Nail Frag., lron, Machine-Cut 
-19 1 Mortar Frag. 
-20 3 Parging Frag., Green-Painted 
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WORI 106-EU5A-A-1 36 Body Sherd, Stoneware, Brown Glazed Interior, 


Red-Brown Exterior 





-2 2 Mortar Frag. 

-3 2 Nail Frag., l!ron, Unidentified 

-4 2 Unidentified Frag., Bone, Unmodified 

-5 1 Base Frag., Glass, Colorless 

-6 1 Stem Frag., Colorless, Goblet or Candlestick 

-7 25 2 Egg Shell Frag. 

-8 1 Container Frag., Glass, Colorless, Body 

-9 1 Nail, Iron, Possibly Machine-Cut 

-10 1 Bottlecap, Iron With Paper Liner 

-11 1 Bottleneck Frag., Glass, Dark Green, Applied String 


Rim, Short Neck 








APPENDIX D (Continued) 





Catalog No. Bag No. Qty. Description 
WORI 106-EU5A-B-1 37 3 Window Pane Frag. 
-2 1 Body Sherd, Stoneware, Brown Glazed Interior and 
and Exterior 
-3 1 Rim Sherd, Whiteware, Green Underglaze 
-4 3 Body Sherds, Whiteware 
-5 1 Body Sherds, Whiteware, Hand-Painted Underglaze 
-6 1 Body Sherds, Whiteware, Brown Underglaze 
-7 19 Body Sherds, Whiteware, Footring Frag., Undecorated 
-8 17 Body Sherds, Whiteware, Undecorated 
-9 1 Rim Sherd, Whiteware, Plain 
-10 1 Kaolin Pipestem Frag., Bore Diameter 4/64" 
-11 1 Shell Frag., Clam 
-12 37 3 Unidentified Frag., Bone, Sawn 
-13 1 Unidentified Frag., Stone, Architectural 
-14 2 Mortar Frag. 
a -15 11 Nail Frag., lron, Unidentified 
~ 
WORI 106-EU5A-C-1 = 26 1 Rim Sherd, Pearlware, Blue Transfer-Print 
-2 1 Base Sherd, Pearlware, Undecorated 
-3 1 Rim Sherd, Pearlware, Very Dark Blue Transfer-Print 
-4 1 Rim Sherd, Whiteware, Black Transfer-Print, Beaded 
Rim 
-5 1 Body Sherd, Whiteware, Black Transfer-Print 
-6 1 Body Sherd, Pearlware, Plain 
-7 1 Body Sherd, Whiteware, Plain 
-8 1 Body Sherd, Stoneware, Brown Glaze 
-9 1 Container Frag., Glass, Colorless, Body 
-10 1 Button, Shell, 3-Hole Sew-Through 
3 





Nail Frag., Iron, Unidentified 
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APPENDIX D (Continued) 


Description 





Catalog No. Bag No. Qty. 
WORI 106-EU5A-D-1 38 2 
-2 2 

-3 1 

-4 7 

-5 1 

EU5A-Fea. 1-1 27 2 
-2 1 

-3 8 

-4 1 

-5 1 

-6 1 

EU5B-C-1 28 1 

-2 1 

-3 1 

-4 1 

-5 1 

-6 1 

-7 1 

-8 2 

-9 2 

-10 1 

-11 1 

-12 5 

-13 1 

-14 2 

-15 1 

EU5B-D-1 29 1 

-2 15 

-3 3 


Nail Frag., Iron, Unidentified 

Body Sherds, Whiteware 

Unidentified Frag., Bone, Unmodified 
Unidentified Frag., Bone, Sawn 
Brick and Mortar’ Frag. 


Unidentified Frag., Bone, Unmodified 
Unidentified Frag., Bone, Sawn 

Shell Frag., Clam 

Mortar Frag. 

Rim Sherd, Pearlware, Blue Transfer-Print 
Rim Sherd, Pearlware, Plain 


Bottle Cork, Very Small 

Film Frag. 

Container Frag., Glass, Amber, Body 
Window Pane Frag. 

Brick Frag., Red 

Unidentified Frag., Bone, Cut 
Unidentified Frag., Black Synthetic Rubber 
Strap Frag., Yellow, Unidentified Material 
Vent Cover Frag., Iron 

Roofing Nail, Iron, Wire, Galvanized 
Roofing Nail, Iron, Wire 

Nail Frag., lron, Wire 

Pin Frag., Iron (Mechanical) 

Rod Frag., Iron 

Board Frag., Painted 


Coat Hanger Frag., Iron, Wire 
Window Pane Frag. 
Bottle Frag., Body, Glass, Green 











APPENDIX D (Continued) 





Catalog No. Bag No. Qty. Description 

-4 2 Bottle Frag., Body, Glass, Dark Green 
-5 2 Container Frag., Glass, Body, Colorless 
-6 4 Bottle Frag., Base, Glass, Colorless, Panel Bottle 
-7 3 Bottle Frag., Body, Glass, Colorless 
-8 1 Bottle Frag., Rim and Neck, Glass, Colorless 
-9 4 Threaded Cap Frags., Galvanized, Paper Liner 
-10 1 Shell Frag., Clam 
-11 3 Unidentified Frag., Bone, Unmodified 
-12 1 Unidentified Frag., Bone, Sawn 
-13 2 Battery Carbon Frag. 
-14 62 Subflooring Frag. 
-15 1 Mortar Frag. 

a -16 8 Nails, lron, Wire 

= -17 1 Kaolin Pipestem Frag., Impressed with "...Dougall", 

"Glascow", Bore Diameter 3/64" 

-18 4 Film Frag. 
-19 1 Base Sherd, Whiteware, Hand-Painted (Green), Underglaze 
-20 1 Body Sherd, Whiteware, Hand-Painted (Blue), Underglaze 
-21 1 Body Sherd, Whiteware, Plain 


—, 


EUSB-E-1 30 Sample of Burned Material, Including Tar, Window Glass, 


Film, Can 





-2 22 Unidentified Frag., Bone, Unmodified, Small 
-3 4 Unidentified Frag., Bone, Sawn 
-4 1 Elbow Joint, Threaded, Iron 

-5 1 Pipe Frag., Iron 

-6 3 Battery Carbon 

-7 1 Barrette Frag., Plastic 

-8 1 Peach Pit Frag. 

-9 1 Snap Fastener Frag., Brass 

-10 1 Push Pin Frag., Plastic, Colorless 
-11 3 Brick Frag., Red, Holiow Core 
-12 1 Safety Pin Frag. 

-13 1 Strap Fastener 

-14 1 Snap-On Cap, Aluminum 


OF 
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APPENDIX D (Continued) 





Catalog No. Bag No. Qty. Description 

-15 1 Plastic Calendar/Bank Book Holder From Exchange National 
Bank, Seneca Falls, NY 

-16 2 Container Frag., Glass, Body 

-17 1 Container Frag., Glass, Blue, Body 

-18 5 Container Frag., Glass, Dark Green, Body 

-19 1 Light Bulb Frag., Glass 

-20 2 Container Frag., Glass, Colorless, Body 

-21 12 Container Frag., Glass, Colorless, Body 

-22 1 Container Frag., Glass, Aqua-Tinted, Body 

-23a 1 Container Frag., Glass, Colorless, Footring 

-23b 4 Container Frag., Glass, Colorless, Body 

-24 1 Bottle Base Frag., Glass, Coloriess 

-25 1 Panel Bottle Frag., Glass, Colorless, Embossed 

-26 1 Milk Bottle Rim, Glass, Colorless 

-27 1 Bottleneck and Rim, Glass, Colorless, Flat Everted 
Rim, Straight Lip 

-28 5 Paint Chips, Beige 

-29 14 Rim Sherd, Stoneware, Gray Body, Salt Glaze 
Exterior with Cobalt Blue Decoration, Albany 
Slip Interior, Lug Handle 

-30 1 Floor Tile, 3/4" Square, Gray 

-31 1 Body Sherd, Porcelain, Red Transfer-Print 

-32 1 Body Sherd, Porcelain, Plain 

-33 1 Body Sherd, Whiteware, Dark Blue Transfer-Print 

-34 1 Body Sherd, Whiteware, Blue Transfer-Print 

-35 17 Film Frag. 

-36 8 Button, Shell 4-Hole Sew-Through 

-37 1 Button, Shell, 2-Holie, Sew-Through, Deep Center 

-38 1 Button, Shell, 2-Hole, Sew-Through, Shallow Center 

-39 1 Button, Shell, 4-Hole, Sew-Through, Plain 

-40 1 Button, Shell, Sew-Through, Recessed Elliptical 


Center 
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APPENDIX D (Continued) 





Catalog No. Bag No. Qty. Description 
-4] 1 Unidentified Frag., Wood 
-42 3 Screw Frags., Iron 
-43 1 Curtain Tie-Back, Iron 
-44 1 Bottlecap Frag., Iron with Cork Lining 
-45 7 Container Frag., Iron 
-46 3 Nails, tron, Machine-Cut 
-47 19 Nail Frag., Iron, Wire 
-48 366 Window Pane Frag. 
WORI 106-EU5B-G-1 56 1 Bottle Frag., Aqua-Tinted, Body, Embossed 
-2 31 1 Lamp Chimney Base Frag., Glass, Colorless 
=3 1 Bottle Base Frag., Aqua-Tinted, Semi-Automatic 
Process, Valve Mark on Bottom 
-4 3 Container Frag., Body, Glass, Aqua-Tinted, Panel 
Bottle 
-5 1 Container Frag., Glass, Body, Amber 
-6 44 Window Pane Frag. 
-7 1 Shell Frag., Clam 
WORI 106-EU5B-G-8 10 Shingle Frag., Slate 
-9 2 Nail Frag., Iron, Unidentified 
-10 2 Door Hardware Fray., Iron, Horseshoe-Like 
WORI 106-EU5B-H-1 = 32 4 Unidentified Frag., Bone, Sawn and Cut 
-2 2 Unidentified Frag., Bone, Unmodified 
-3 1 Brick Frag., Red 
-4 1 Container Frag., Glass, Body, Amber 
-5 6 Container Frag., Glass, Body, Aqua-Tinted 
-6 10 Container Frag., Glass, Body, Colorless 
-7 1 Container Frag., Glass, Body, Colorless, Impressed 
Basket-Weave Design 
-8 1 Container Frag., Glass, Rim, Colorless 
-9 1 Container Frag., Glass, Rim, Colorless, Fluted, 


Tumbler Frag. 
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APPENDIX D (Continued) 





Catalog No. Bag No. Qty. Description 
-10 10 Window Pane Frag. 
-11 1 Nail Frag., Probably Machine-Cut 
-12 2 Shingle Frag., Slate 
-13 49 Rim and Body Sherds, Whiteware, Undecorated, 
Serving Dish 
EUSB-I-1 33 35 Window Pane Frag. 
-2 1 Window Pane Frag. With Corroded Nail (Probably 
Machine-Cut) Attached 
-3 2 Container Frag., Glass, Body, Aqua-Tinted 
-4 8 Container Frag., Glass Body, Colorless 
-5 160 Rim and Body Sherds, Whiteware, Undecorated, 
Serving Dish 
-6 1 Body Sherd, Whiteware, Plain 
-7 1 Body Sherd, Whiteware, Handpainted (Blue), 
Underglaze 
-8 1 Body Sherd, Whiteware, Handpainted (Black, Brown, 
Green), Underglaze 
=f 4 Shell Frag., Clam 
-10 3 Unidentified Frag., Bone, Sawn and Cut 
-11 3 Unidentified Frag., Bone, Unmodified 
-12 2 Firebrick Frag., Yellow, Stamped 
-13 200 Lamp Chimney Frag., Glass, Colorless 
-14 1 Container Frag., Base, Colorless, Fluted Sides, 
Starburst on Bottom, Tumbler Frag. 
-15 2 Handle Frag., Glass, Colorless 
-16 7 Jar Frag., Rim/Shoulder, Glass, Aqua-Tinted, 
Threaded Rim 
-17 1 Lamp Chimney Base, Glass, Colorless 
-18 48 Window Pane Frag. 
-19 4 Body Sherds, Yellow Earthenware, Unglazed 
-20 3 Mortar Frag. 
-21 5 Shingle Frag., Slate 
-22 10 Unidentified Frag., Iron 
-23 13 Nail Frag., Iron, Unidentified 
-24 3 Straightpins, Iron with Tin-Plate 
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APPENDIX D (Continued) 





Catalog No. Bag No. Qty. Description 
EUSB-J-1 34 1 Shingle Frag., Slate 

-2 2 Mortar Frag. 

-3 1 Jar Frag., Rim, Glass, Aqua-Tinted, Threaded Rim 

-4 2 Rim Sherd, Redware, Crenellated Rim, Brown/ Yellow 
Slip Under Lead Glaze Interior, Exterior 
Unglazed 

-5 1 Body Sherd, Redware, Unglazed 

-6 1 Body Sherd, Redware, Albany Slip Interior and 
Exterior, Teapot Spout Frag. 

-7 2 Body Sherd, Whiteware, Handpainted (Red, Green), 
Underglaze 

-8 7 Body Sherds, Whiteware, Plain, Serving Dish 

-9 10 Body Sherds, Whiteware, Plain 

-10 1 Base Sherds, Whiteware, Unclear/Fragmented Makers' 
Mark 

-11 1 Rim Sherd, Whiteware, Plain 

-12 4 Bottle Frag., Glass, Body, Olive Green 

-13 9 Lamp Chimney Frag., Glass, Colorless 

-14 5 Window Pane Frag. 

-15 1 Unidentified Frag., Iron 

-16 7 Nail Frag., lron, Unidentified 

-17 3 Unidentified Frag., Bone, Cut 











APPENDIX — 
ARCHEOLOGICAL TESTING OF Ca. 1856 OUTBUILDING 


Introduction 

On June 9-11, 1987 additional archeological testing was 
conducted at the Wesleyan Chapel, Women's Rights National 
Historical Park. The fieldwork was completed under the 
direction of National Park Service archeologist Richard Hsu. 


The results of that investigation form this appendix. 


Research Design and Methodology 
An 1856 map of Seneca Falls, N.Y. indicates that there 


was a large outbuilding to the north and west of the chapel 
(Figure 13). In relative size, the outbuilding was 
approximately half-as-wide and twice-as-long as the chapel. 
The only written reference to any outbuilding found to date 
was an 1870 newspaper account of the roof of the shed 
collapsing (see page 27 of this report). In 1871 the 
congregation sold the property, and an 1871 map shows only 
the chapel on the lot. 

Archeological testing was designed to locate and 
evaluate the extent and condition of the remains of this 
structure. Fieldwork was planned to gather data about the 
outbuilding prior to construction of the new Memorial. 
Several research questions were proposed. What was’ the 
function of the building? Was it a shed, carriage house or 
something else? What were the dimensions of the structure? Is 


there any evidence of the superstructure of the building? 
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There was limited space within the the park boundary to 
look for any extant foundations of the outbuilding. 
Permission could not be secured from a property owner to 
excavate two test trenches in the projected locations of the 
south and west walls of the outbuilding. In the space 
available for testing, only a portion of the east wall could 
be investigated. 

A trench oriented east-west, beginning at the park's 
west property line (approximately four feet west of the 
chapel) was excavated to delineate the east foundation of the 
suspected outbuilding. The trench was excavated by a backhoe 
in order to quickly ascertain the nature and depth of the 
cultural deposits. Approximately ten and a half feet of the 
trench was excavated before the remnants of the outbuilding's 
east wall foundation was encountered. The backhoe was then 
used to enlarge the excavation to a fifteen by fifteen-foot 


square. 


Results and Interpretations 


Several structural features including a segment of the 
base course of the outbuilding foundation were found (Figure 
E-1). The foundation for the outbuilding consisted of flat 
stones laid up in courses. The first trace of the foundation 
was found six point three feet north of the present building. 
Only a couple of stones of the second course were in situ; 
however stones were found scattered in the fill of the 
foundation. A sand and lime mortar, long since dissolved, was 


used as the cementing agent. The stones were irregular in 
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Figure E-1. Plan View of Outbuilding Excavation 
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size, all were less than one-square-foot in area and up to 
three-inches thick. Originally, the foundation was 
approximately one-foot wide. 

The projected southeast corner of the structure would 
have been beneath the 1872 addition to the chapel; but the 
c.1918 (Figure 17) renovation destroyed any remnant of the 
foundation. The presence of a dark grainy fill gives evidence 
of this renovation. The fill extends below the projected 
level of the foundation. This fill was first encountered in 
Excavation Units 2A, B, C and 0D (Figure 7) and was used 
during the renovation to raise the elevation of the floor. 
Construction of the additions to the original chapel building 
and construction of the supports for the automobile ramp have 
obliterated much of the foundation. 

The stratigraphy of the area appeared to be relatively 
Simple; seven distinct strata were observed (Figure E-2). A 
very shallow builder's trench was scooped out of the heavy 
black basal clay (Level 7) to keep the stones of the base 
course from shifting. A five-inch dark brown clay (Level 6) 
containing water-rounded gravel and a few lumps of building 
mortar rested directly on the basal clay. Level 5, a light 
brown clay with gravel, mortar and brickbats was 
approximately five-inches thick. Levels 4 and 3 were repeats 
of Levels 5 and 6 respectively. Level 2 was a three to 
four-inch thick black friable clay layer practically devoid 
of any artifacts. Level 1 was the three-inch concrete 


driveway constructed for the former automobile dealership. 
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Figure E-2. West Profile of Outbuilding Excavation 
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The stratigraphy seems to reflect the two major 
additions to the north end of the chapel building. Levels 7 
and 6 represent the ground conditions at the time of the 
construction and use of the chapel and outbuilding. When the 
chapel was enlarged in 1872, it appears as if the rear 
(north) brick wall was demolished and the rubble scattered 
over the site. Afterwards, soil was bought in to cover the 
rubble and possibly to allow a ground cover to grow. In 1890 
the same sequence of events occuried with the second addition 
to the north end of the chapel. The friable dark clay of 
Level 2 was probably laid down as the foundation for the 
concrete, it did not appear the be a good soil for growing a 
ground cover. 

Very few artifacts were found during the excavation; 
none gave any indication that the outbuilding served as a 
Carriage house and/or storage shed. Most of the artifacts 
probably were bought in with the fill dirt. No datable 


artifacts were found and no artifacts were collected. 


Conclusions 

The excavation area was so limited, nothing meaningful 
can be said about the structure. The light nature of the 
stone foundation indicates it supported a relatively light 
structure. Carriage sheds were not unusual in the 
19th-century, the elaborateness varied from having solid 
walls and swinging doors to a simple pole barn with only a 
shed roof. An extant 19th-century carriage shed at a church 


in Wayland, Massachusetts, is a light structure with a solid 
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rear wall and swinging doors on the front of each carriage 
stall. The continuous stone foundation probably supported a 
solid wall. Additional excavations to locate and define the 
other wall foundations of the structure may give more 
indications of the nature of the superstructure. 

The scale of the 1856 map is not reliable and since the 
foundation could not be completely excavated, the dimensions 
of the structure can only be approximated. The height is 
totally unknown; the function of the structure might have 
determined its height. With the amount of ground disturbance 
over the unexcavated portion of the structure, little or no 


remnants of the foundation may have survived. 
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As the nations principal conservation agency, the Department of the Interior 
has basic responsibilities to protect and conserve our land and water, energy 
and minerals, fish and wildlife, parks and recreation areas, and to ensure the 
wise use of all these resources. The department also has major responsibility 
for American Indian reservation communities and for people who live in island 
territories under U.S. administration. 


Publication services were provided by the graphics staff of 
Eastern Team-Falls Church Branch, Denver Service Center. 
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